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Background  
Founded in 1981, Logitech International S.A. (Logitech) is a leading PC peripheral manufacturer offering 

ǿŜōŎŀƳǎΣ ƪŜȅōƻŀǊŘǎΣ ǎǘŀƴŘŀǊŘ ŀƴŘ άƎŀƳƛƴƎέ ŎƻƳǇǳǘŜǊ ƳƛŎŜΣ t/ ǎǇŜŀƪŜǊǎΣ ƳƻōƛƭŜ ǎǇŜŀƪŜǊǎΣ tablet 

accessories, home control devices / remotes, and more. 

Lƴ нлммΣ [ƻƎƛǘŜŎƘ ŦƻǊƳŜŘ ǘƘŜ ά[ƻƎƛǘŜŎƘ ŦƻǊ .ǳǎƛƴŜǎǎέ ŘƛǾƛǎƛƻƴ ƻŦŦŜǊƛƴƎ ŀ ǾŀǊƛŜǘȅ ƻŦ ǇǊƻŘǳŎǘǎ ŀƴŘ 

accessories targeting business / enterprise users.  Members of our team have used and evaluated 

nǳƳŜǊƻǳǎ ƻŦŦŜǊƛƴƎǎ ŦǊƻƳ ǘƘŜ ŎƻƳǇŀƴȅΩǎ ōǳǎƛƴŜǎǎ ŘƛǾƛǎƛƻƴ including Logitech GROUP, Logitech Brio, 

Logitech SmartDock and Flex, and Logitech MeetUp. 

In October 2018, Logitech announced Logitech Rally ς a USB audio / video solution (a.k.a. group add-on 

solution) for use in medium to large meeting rooms that includes a 4K motorized pan / tilt / zoom 

camera, single or dual speakers, and a modular table-top mic system.  

In April 2019, Logitech commissioned the Recon Research (RR) test team to perform an independent, 

third-party assessment of Logitech Rally. 

This document contains the results of our hands-on testing. 

 

What is a Group Conferencing Add-On Solution? 
 

Group conferencing add-on solutions (a.k.a. group add-ons) are designed to enhance the functionality of 

personal devices (e.g. notebook PCs, tablets, and smartphones) or meeting room PCs to make them more 

suitable for supporting a group environment. 

Group conferencing add-on solutions typically include microphone(s), speaker(s), and audio processing 

systems (echo cancelling and/or noise reduction algorithms, etc.), and are intended for use in small to 

medium-sized meeting rooms.  In some cases, group add-on solutions also include an integrated video 

camera or inputs for external cameras (e.g. a USB webcam).  

Group conferencing add-on solutions address two specific challenges: 
 

1) The fact that meeting room PCs (meaning PCs of various form factors permanently installed in meeting 

rooms) do not typically include meeting-room-ready microphones, speakers, and cameras. 
 

2) The fact that personal devices (e.g. notebook PCs, mobile devices, etc.) were designed to support the 

audio / video needs of a single person - NOT a group. In this case, the group add-ƻƴ ǎƻƭǳǘƛƻƴΩǎ ŀǳŘƛƻ 

(and possibly camera) ƛǎ ǳǎŜŘ ƛƴ ǇƭŀŎŜ ƻŦ ǘƘŜ ǇŜǊǎƻƴŀƭ ŘŜǾƛŎŜΩǎ ƛƴǘŜƎǊŀǘŜŘ ƳƛŎǎ, speakers, and webcam. 

 

 

 

 

 

 

http://www.reconres.com/
http://cp.wainhouse.com/content/evaluation-logitech-group-solution
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Understanding Logitech Rally  
Rally is a video-capable group conferencing add-on solution designed for use with USB-capable devices 

such as ŀ ǳǎŜǊΩǎ notebook PC and meeting room PCs running any collaboration application that supports 

USB devices. 1 

The standard Rally package includes the following: 

¶ The Rally Ultra-HD (4K) Camera with 90-degree field of view, motorized pan/tilt and 15x zoom 

¶ hƴŜ wŀƭƭȅ {ǇŜŀƪŜǊ ǿƛǘƘ оέ ŘǊƛǾŜǊ 

¶ One Rally Mic Pod including four microphone elements forming eight beams 

¶ A Rally Table Hub that connects to the Rally mic pod(s) and provides an HDMI input and a USB 

connection for a user notebook or meeting room PC. 

¶ A Rally Display Hub that supports dual 4K displays, connects to the Rally Speaker(s), and 

provides a USB connection for a meeting room PC. 

¶ A Bluetooth remote 

¶ Various power supplies, adapters, and cables including a 16.4 ft / 5 meter CAT6A Ethernet cable 

that connects the Table Hub to the Display Hub 

 

 

Figure 1: Logitech Rally Camera, Rally Speaker, and Rally Mic Pod 

The basic Rally package sells for a manufacturerΩs suggested retail price (MSRP) of US $1,999 and is 

available from Logitech channel partners and other retailers / e-tailers. 

 

 

 

                                                           

1 Examples of USB-ready collaboration apps that can leverage group add-on solutions like Logitech Rally, and its cousins 

Logitech Group and Logitech Meetup, include Microsoft Skype for Business (SfB) or Teams, Zoom Meetings or Zoom Rooms, 

BlueJeans Meetings or BlueJeans Rooms, Cisco Webex, LogMeIn GoToMeeting and GoToRooms, Amazon Chime, and Google 

Hangouts Meet.  For this evaluation, we tested Logitech Rally with many of the applications on this list. 

http://www.reconres.com/
https://www.logitech.com/en-us/video-collaboration/resellers.html
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Logitech also offers a range of optional accessories for Rally including: 

¶ An additional Rally Speaker (MSRP US $249) ς max of 2 per system 

¶ The Rally Mic Pod Hub (MSRP US $249) to add support for 1 ς 3 additional Rally Mic Pods or 

additional Rally Mic Pod Hubs 

¶ Additional Rally Mic Pods (MSRP US $349) - max of 7 per system 

¶ The Rally Mounting Kit (MSRP US $149) including mounting brackets for the Rally Camera, two 

Rally Speakers, and the Rally Table Hub and Display Hub 

Logitech also offers Rally Plus, a version of Rally that includes two microphones and two speakers. 

According to Logitech, a fully configured Rally system with two speakers and seven mic pods can support 

a room with up to 46 participants.  

 

 

 

 

 

 

 

 

 

 

 

Figure 2: 9ȄŀƳǇƭŜǎ ƻŦ aŜŜǘƛƴƎ wƻƻƳ [ŀȅƻǳǘǎ {ǳǇǇƻǊǘŜŘ ōȅ wŀƭƭȅΩǎ aƻŘǳƭŀǊ !ǳŘƛƻ {ȅǎǘŜƳ 

The drawings ŀōƻǾŜ ǎƘƻǿ ŀ ŦŜǿ ŎƻƴŦƛƎǳǊŀǘƛƻƴǎ ǘƘŀǘ Ŏŀƴ ōŜ ǎǳǇǇƻǊǘŜŘ ōȅ wŀƭƭȅΩǎ ƳƻŘǳƭŀǊ ŀǳŘƛƻ ǎȅǎǘŜƳΦ   

Like its cousins Logitech Group (left) and Logitech MeetUp (right) shown below with optional Logitech 

and third-party accessories (e.g. Intel NUC mini-PCs, Mimo monitors, Logitech wireless keyboards, etc.), 

Rally is designed to be permanently installed in a meeting room and supports the following capabilities / 

use cases: 

1) USB Audio / Video Add-On ς Rally connects to the USB port of a ǳǎŜǊΩǎ notebook PC or a 

meeting room PC and acts as the external mic, speaker, and camera for that device.   

2) Bluetooth Speakerphone ς Rally uses Bluetooth pairing to connect to a ǳǎŜǊΩǎ ǎƳŀǊǘǇƘƻƴŜΣ 

tablet, or notebook PC, and then acts as an external mic and speaker for that device.   

http://www.reconres.com/
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Figure 3: Logitech Group (L) and Logitech MeetUp (R) 

In addition, Rally adds a few additional features including dual HDMI inputs at the table (via the Table 

Hub) and support for two meeting room displays.2  

The Test Environment  
For this evaluation effort, Logitech provided a basic Rally system (Rally Camera, 1 x Rally Speaker, 1 x 

Table Hub, 1 x Display Hub, 1 x Rally Mic), plus the following optional accessories:  

¶ One Rally Mic Pod Hub 

¶ One additional Rally Mic Pod 

²Ŝ ƛƴǎǘŀƭƭŜŘ ǘƘŜ wŀƭƭȅ /ŀƳŜǊŀ ŀƴŘ wŀƭƭȅ {ǇŜŀƪŜǊ ƻƴ ŀ ƳƻǾŀōƭŜ ŎŀǊǘ ǿƛǘƘ ŀ ррέ пY ŘƛǎǇƭŀȅΦ  To verify 

wŀƭƭȅΩǎ Řǳŀƭ-display support, we used a second 4K-capable display from our lab. 

Throughout our testing, we used the following devices: 

¶ An Intel NUC mini-PC running Windows 10 Pro 

¶ A Microsoft Surface Pro 4 running Windows 10 Pro 

¶ A Lenovo Yoga 900 running Windows 10 Home 

¶ A MacBook Pro running macOS 10.14.4 

¶ A MacBook Air running macOS 10.12.6 

¶ A OnePlus 6T Android Phone 

¶ An iPhone 6 iOS Phone 

Rally is UVC (plug-and-play) compliant, which allowed us to use it with our Windows and Mac host PCs 

without having to install proprietary audio and video drivers, plug-ins, or apps. 
                                                           

2 Personal collaboration applications that support two (and sometimes more) displays include BlueJeans Meetings 

and BlueJeans Rooms, Cisco Webex, Microsoft Skype for Business, Microsoft Teams, Zoom Meetings and Zoom 

Rooms. 

http://www.reconres.com/
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Using Rally with a Meeting Room PC  

System Installation  
CƻǊ ƻǳǊ ŦƛǊǎǘ ǊƻǳƴŘ ƻŦ ǘŜǎǘƛƴƎΣ ǿŜ ŦƻƭƭƻǿŜŘ [ƻƎƛǘŜŎƘΩǎ άhǇǘƛƻƴ мέ ŎƻƴƴŜŎǘƛƻƴ ŘƛŀƎǊŀƳ όǎŜŜ ōŜƭƻǿύ for 

using Rally with a dedicated meeting room PC. 

 

Figure 4: Using Rally with a Meeting Room PC 

We then completed the following steps to install the Rally system: 

¶ Placed the Display Hub near the displays and connected power 

¶ Placed the Table Hub on the table and connected power 

¶ Connected the provided CAT6a cable between the Display and Table hubs 

¶ Connected the Rally Speaker and Rally Camera to the Display Hub 

¶ Connected our Windows PC to the Display Hub (USB) and the 2 meeting room displays (HDMI)  

¶ Connected the two Mic Pods to the Mic Pod Hub, and the Mic Pod Hub to the Table Hub 

We were pleased to see that the Rally kit included all of the required cables. 

The fact that Rally requires only a single CATx cable between the table and 

display area makes for a neat and tidy installation. 

All in all, it took us less than 15 minutes to unpack and fully install Rally within our environment. 

!ǎ Ƴŀƴȅ ƻŦ ȅƻǳ ƪƴƻǿΣ ǿŜΩǊŜ ǎǘƛŎƪƭŜǊǎ ŦƻǊ ƎƻƻŘ ŎŀōƭŜ ƳŀƴŀƎŜƳŜƴǘΦ  CƻǊ ǘƘƛǎ ǊŜŀǎƻƴΣ ǿŜ ǿŜǊŜ ŜǎǇŜŎƛŀƭƭȅ 

pleased that only a single CATx cable was needed between the Table Hub and Display Hub.  This resulted 

in a neat and tidy installation, without the need for extensive cable management and dressing efforts. 

  

http://www.reconres.com/
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USB Audio / Video Add -On Mode  
¢ƻ ǘŜǎǘ wŀƭƭȅΩǎ ¦{. ŀǳŘƛƻ κ ǾƛŘŜƻ ŀdd-on capabilities, we placed a series of test calls using a range of 

collaboration applications.  We then replaced the Windows 10 PC with our MacBook Air and conducted 

additional test calls. 

Throughout our testing, Rally performed extremely well - with both our Windows 10 PC and MacBook 

Air host PCs. 

Audi o Performance (User  Experience ) 

²Ŝ ǿŜǊŜ ƛƳǇǊŜǎǎŜŘ ōȅ wŀƭƭȅΩǎ ŀǳŘƛƻ ǇŜǊŦƻǊƳŀƴŎŜΦ 

Microphone Pick-Up / Performance ς initially we tested Rally using a single Mic Pod.  This configuration 

worked extremely ǿŜƭƭ ŀƴŘ ǇƛŎƪŜŘ ǳǇ ƻǳǊ ǘŜǎǘŜǊΩǎ ǎǇŜŜŎƘ ŀǘ ŀ ǊŀƴƎŜ ƻŦ мрҌ ŦŜŜǘ ƛƴ ŀƭƭ ŘƛǊŜŎǘƛƻƴǎΦ  And the 

integrated automatic gain control (AGC) kept the outgoing speech level relatively consistent at all times. 

We then connected the Mic Pod Hub and a second Mic Pod to the system.  We were pleased that Rally 

allowed us to connect and disconnect mics on the fly and without having to reboot the system.   

!ǎ ŜȄǇŜŎǘŜŘΣ ǘƘŜ ŀŘŘƛǘƛƻƴ ƻŦ ǘƘŜ ǎŜŎƻƴŘ aƛŎ tƻŘ ƎǊŜŀǘƭȅ ŜȄǇŀƴŘŜŘ wŀƭƭȅΩǎ ƳƛŎ ŎƻǾŜǊŀƎŜ ŀǊŜŀΦ  ²ƛǘƘ ǘƘŜǎŜ 

two mics, Rally offered strong mic coverage throughout our 22 x 16-foot conference room. 

We liked that the Mic Pod Hub itself is small and innocuous, and that the Mic Pods and Mic Pod Hubs 

ǎƘƛǇ ǿƛǘƘ ŎŀōƭŜ ǊŜǘŜƴǘƛƻƴ ŎƭƛǇǎ ǘƻ ŜƴǎǳǊŜ ǘƘŀǘ ǘƘŜ ƳƛŎ ŎŀōƭŜǎ ŀǊŜƴΩǘ ŘƛǎŎƻƴƴŜŎǘŜŘ unexpectedly. 

RightSound ς we then tested the three key elements of the embedded LogitechΩǎ RightSound package; 

noise suppression, echo cancellation, and auto leveling (AGC). 

Noise Suppression ς ǘƻ ǘŜǎǘ wŀƭƭȅΩǎ ƴƻƛǎŜ ǎǳǇǇǊŜǎǎƛƻƴ ŎŀǇŀōƛƭƛǘƛŜǎΣ ǿŜ ǎƛƳǳƭŀǘŜŘ loud room HVAC noise 

by injecting ~ 10 dB SPL (A weighted) of white noise into the Rally Mic Pod.  Rally successfully eliminated 

the white noise from the outgoing audio. 

Next, we ǘŜǎǘŜŘ wŀƭƭȅΩǎ ŀōƛƭƛǘȅ ǘƻ ŎƻƴŎŜŀƭ ƻǘƘŜǊ noise that could adversely impact a meeting.  For this 

test, we simulated two audio issues caused by remote participants; a person typing during a meeting, 

and a person crinkling a bag of potato chips during a meeting.  In both tests, after a few seconds, Rally 

successfully detected and significantly reduced, and at times even eliminated, the unintended noise. 

Even when noise levels in the room were annoyingly loud, Rally did an 

excellent job suppressing that noise and capturing the voices of the  

meeting room participants. 

Finally, we simulated the noise of people speaking outside the meeting room by injecting ~ 6 dB SPL of 

random talking voices into the Rally Mic Pod.  In this case, the system suppressed the vast majority of 

the background noise anŘ ǇŀǎǎŜŘ ǘƘŜ ƭƻŎŀƭ ǇŀǊǘƛŎƛǇŀƴǘǎΩ ǾƻƛŎŜǎ ǘƘǊƻǳƎƘ ŎƭŜŀǊly to the far end.  For the 

local participants, the noise was extremely annoying, but for the remote participants, the noise was 

barely noticeable.  Well done. 

http://www.reconres.com/
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Echo Cancellation - Rally delivered perfect echo cancellation throughout our testing, even when we 

placed the Rally Mic directly next to the Rally Speaker.  In addition, the system passed our full duplex 

testing without issue. 

Auto Leveling ς ǘƻ ǘŜǎǘ wŀƭƭȅΩǎ ŀǳǘƻ ƭŜǾŜƭƛƴƎ ό!D/ύ ǇŜǊŦƻǊƳŀƴŎŜΣ ǿŜ ǎǘŀǊted off speaking very loudly close 

to a mic.  The system successfully attenuated our speech audio to a reasonable level.   

We then started speaking and moved from 3 feet to 12 feet from the Mic Pod.  As we moved further 

away, the system amplified our speech to create a consistent outgoing audio level.   

Finally, we whispered from a distance of 12 feet away from the mic, and the system dramatically 

increased our outgoing volume level. 

Incoming Sound Quality / Speaker Performance ς for this evaluation, we were provided with only one 

Rally speaker.  However, that single speaker provided more than adequate incoming speech volume 

with no distortion, even at the highest volume setting. 

Important Note re: Surface Pro 4 

When using non-Microsoft collaboration apps (e.g. BlueJeans Meetings and Zoom Meetings) with the 

Microsoft Surface Pro 4 as the host device, Rally unmuted itself unexpectedly.  This did not happen with 

any other host systems (Windows or Mac) or with Microsoft Skype for Business or Microsoft Teams.  

This is a security and privacy issue that hopefully will be addressed in very short order. 

Video Performance (User  Experience ) 
 

¶ Participant Capture (Field of View / Zoom) ς the Rally cameraΩǎ мрȄ ƻǇǘƛŎŀƭ ȊƻƻƳ ǊŀƴƎŜ ŀƭƭƻǿŜŘ 

us to capture all of the participants in our medium-sized meeting room without issue (zoomed 

out), two people at a time (medium zoom), and one person at the end of the table (zoomed in).  

¢ƘŜ ŎŀƳŜǊŀΩǎ ƳƻǘƻǊǎ ƻŦŦŜǊŜŘ ǎƳƻƻǘƘ motion throughout its pan, tilt, and zoom range. 

Figure 5: Logitech Rally Camera ς Wide Shot (L) and Medium Shot (R) 

¶ Video Image Quality ς the Rally camera offered very good video quality, although the camera 

often needed a few seconds to focus properly on our participants.3 

                                                           

3 According to Logitech, this will be resolved in a May 2019 software update. 

http://www.reconres.com/
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¶ RightLight ς when confronted with somewhat harsh backlight conditions in our South Florida 

office on a sunny afternoon, the Rally camera compensated for the backlight and captured our 

ǇŀǊǘƛŎƛǇŀƴǘǎΩ ŦŀŎŜǎ with acceptable brightness and natural skin tones. 

The picture at right shows RR analyst 

Ira Weinstein with the Rally Camera at 

full zoom.   

Note how clear the Recon Research 

logo is on his shirt, and how his face is 

acceptably lit despite the severe 

backlight conditions. 

This highlights the performance of the 

Rally Camera and Logitech RightLight. 

¶ RightSight (Auto Room Framing) ς these functions were not available at the time of our testing. 

Wired Content (HDMI) Input  

When using Rally with a meeting room PC, the HDMI inputs on the Table Hub are typically not used.  

However, by using the Logitech Screen Share device (MSRP $299 ς see image below), each of the Table 

IǳōΩǎ I5aL ƛƴǇǳǘǎ Ŏŀƴ ōŜ ŎƻƴǾŜǊǘŜŘ ƛƴǘƻ ǿƛǊŜŘ ŎƻƴǘŜƴǘ ƛƴǇǳǘǎ ǘƻ ǘƘŜ ƳŜŜǘƛƴƎ ǊƻƻƳ t/Φ 

 
 
 
 
 
 
 
 
 
¢Ƙƛǎ ŀǇǇǊƻŀŎƘ ǳǎŜǎ wŀƭƭȅΩǎ ǎƛƎƴŀƭ ǘǊŀƴǎƳƛǎǎƛƻƴ ŎŀǇŀōƛƭƛǘƛŜǎ ōŜǘǿŜŜƴ ǘƘŜ ¢ŀōƭŜ Iǳō ŀƴŘ ǘƘŜ 5ƛǎǇƭŀȅ Iǳō ǘƻ 

transmit the HDMI content sources from the table to the display area, at which point the Screen Share 

device is used to convert those HDMI signals into USB signals available to the collaboration applications 

running on the meeting room PC. 

²Ŝ ŘƛŘ ƴƻǘ ǘŜǎǘ ǘƘƛǎ ŎŀǇŀōƛƭƛǘȅ ŀǎ ǿŜ ŘƛŘƴΩǘ ƘŀǾŜ ŀƴȅ [ƻƎƛǘŜŎƘ {ƘŀǊŜ ŘŜǾƛŎŜǎ ƻƴ ƘŀƴŘ in the test lab.  

IƻǿŜǾŜǊΣ ǿŜΩǾŜ ǎŜŜƴ ǘƘƛǎ method working in the field, and appreciate this cost-effective, innovative way 

of adding wired content inputs at the table to a meeting room PC.  

 

 

 

 

http://www.reconres.com/
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Using Rally with a Userõs Notebook PC  
CƻǊ ƻǳǊ ǎŜŎƻƴŘ ǊƻǳƴŘ ƻŦ ǘŜǎǘƛƴƎΣ ǿŜ ŦƻƭƭƻǿŜŘ [ƻƎƛǘŜŎƘΩǎ άhǇǘƛƻƴ нέ ŎƻƴƴŜŎǘƛƻƴ ŘƛŀƎǊŀƳ όǎŜŜ ōŜƭƻǿύ ŦƻǊ 

ǳǎƛƴƎ wŀƭƭȅ ǿƛǘƘ ŀ ǳǎŜǊΩǎ ƴƻǘŜōƻƻƪ t/ ƻǊ ƻǘƘŜǊ t/ ƭƻŎŀǘŜŘ ŀǘ ǘƘŜ ƳŜŜǘƛƴƎ ǊƻƻƳ ǘŀōƭŜΦ 

 
Figure 6: Using Rally with a Notebook PC 

To support this use case we completed the following steps: 

¶ Placed the Display Hub near the displays and the Table Hub on the table, provided power to 

each Hub, and connected the provided CAT6a cable between the hubs 

¶ Connected the Rally Speaker, Rally Camera, and meeting room display to the Display Hub 

¶ Connected our notebook PC to the Table Hub (via one USB and one HDMI connection) 

¶ Connected the two Mic Pods to the Mic Pod Hub, and the Mic Pod Hub to the Table Hub 

It took our test team about 5 minutes to reconfigure our setup to support this use case. 

Audi o / Video Performance (User  Experience ) 

After repeatinƎ ǘƘŜ ǎŀƳŜ ōŀǊŀƎŜ ƻŦ ǘŜǎǘǎ ŎƻƳǇƭŜǘŜŘ ŀōƻǾŜΣ ǿŜ ŘŜǘŜǊƳƛƴŜŘ ǘƘŀǘ wŀƭƭȅΩǎ ǇŜǊŦƻǊƳŀƴŎŜ ƛƴ 

this use case (leveraging a notebook PC connected to the Table Hub) is exactly the same as its 

performance in the prior use case (leveraging a meeting room PC connected to the Display Hub). 

²Ŝ ǘƘŜƴ ǘŜǎǘŜŘ wŀƭƭȅΩǎ Řǳŀƭ ŘƛǎǇƭŀȅ ǎǳǇǇƻǊǘ ƻƴ ǘƘŜ ¢ŀōƭŜ IǳōΦ  ¢Ƙƛǎ ǊŜǉǳƛǊŜŘ ǳǎ ǘƻ ƳŀƪŜ ŀ ǎŜŎƻƴŘ I5aL 

connection between our notebook PC and the Table Hub. 

Lƴ Ŧǳƭƭ ŘƛǎŎƭƻǎǳǊŜΣ ǘƘƛǎ ǿŀǎ ǘƘŜ ŦƛǊǎǘ ǘƛƳŜ ǿŜΩŘ attempted a dual-screen collaboration experience from a 

notebook PC.  But once we configured our notebook to support two external displays, this worked 

perfectly.  Rally did a fine job sending all required signals from the table to the display over that single 

CATx connection. 

  

http://www.reconres.com/
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!ǳǘƘƻǊΩǎ bƻǘŜ ς at first, we questioned whether meeting room participants would be willing (or able) to 

ƳŀƪŜ Řǳŀƭ I5aL ŎƻƴƴŜŎǘƛƻƴǎ ǘƻ ǘƘŜƛǊ ƴƻǘŜōƻƻƪ t/Φ  ²Ŝ ǘƘŜƴ ǊŜŀƭƛȊŜŘ ǘƘŀǘ ǘƘŜ άǊŜŀƭέ ǳǎŜ ŎŀǎŜ ƘŜǊŜ ƛǎ ǘƘŜ 

use of a dock permanently installed under the meeting room table and connected to the Table Hub as 

shown in the drawing below.

 

This setup allows meeting room users to make all of the required connections (1 x USB, 2 x HDMI) for a 

dual-screen collaboration experience via a single connection to the dock. 
 
 

Rally performed quite well throughout this round of testing.  However, we would have liked to see the 

ŀōƛƭƛǘȅ ǘƻ ǳǎŜ ōƻǘƘ ŀ ǇŜǊƳŀƴŜƴǘƭȅ ƛƴǎǘŀƭƭŜŘ ƳŜŜǘƛƴƎ ǊƻƻƳ t/ ŀƴŘ ŀ ǳǎŜǊΩǎ ƴƻǘŜōƻƻƪ ƛƴ ǘƘŜ ǎŀƳŜ ǊƻƻƳ 

(a.k.a. AV Bypass).  By default, the meeting room PC would be used.  However, when a user connects his 

notebook at the table, the system would switch the mics, speakers, and camera over to the notebook. 4 

 

  

                                                           

4 According to Logitech, AV Bypass will be enabled in a soon to be released software update.  However, full functionality will 

require a third-party HDMI switcher to send the proper HDMI signals to the displays. 

http://www.reconres.com/
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Remote Control Functions  
The Rally Remote (see image below) is a Bluetooth device designed to sit on the meeting room table (vs. 

ƛƴ ŀ ǇŀǊǘƛŎƛǇŀƴǘΩǎ ƘŀƴŘύ that offers the following functions: 

¶ Microphone mute ς the LED rings on all connected Rally Mic Pods turn red when muted. 

¶ Volume up / down 

¶ Camera pan / tilt 

¶ Zoom in / out 

¶ Three camera presets (2 standard, 1 home) 

¶ Bluetooth pairing mode 

¶ Answer and Hang-Up call 

The Rally Remote controls both the Display Hub (for volume control, mute, call answer / hang-up 

functions, etc.) and the Rally Camera (for camera pan / tilt / zoom and presets).   

 

 

 

 

 

 

 

 

 

 

The results of our call control testing were as follows: 

- The camera control (pan / tilt / zoom) and volume up / down functions worked as expected. 

- The call answer and call hang-up buttons worked properly with Microsoft Skype for Business and 

Microsoft Teams, but did not work with the other collaboration apps we used. 

- With the exception of the issue with the Surface Pro 4 described above, the mute function on 

the Rally Remote and the Rally Mic Pods worked as expected.  In addition, the mute status 

information was displayed correctly in Microsoft Skype for Business and Microsoft Teams. 
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Rally as a Bluetooth Speakerphone  
To test using Rally as a Bluetooth speakerphone, we paired various Bluetooth devices to Rally. 

First, we placed Rally in Bluetooth pairing mode by pressing and holding the Bluetooth button on the 

handheld remote.  A few seconds later, the LED indicator on the Rally Mic Pods started flashing blue to 

indicate that Rally was in Bluetooth pairing mode. 

We then successfully paired each of the following devices with Rally: 

¶ An Apple iPhone 8 

¶ A OnePlus 5T Android phone 

¶ An Apple MacBook Pro 

Rally performed well as a Bluetooth speakerphone.  During test calls on our mobile devices, both the 

incoming and outgoing audio were clear and intelligible.  In addition, the call answer, call hang-up, 

volume control, and mute buttons worked as expected, although mute status was not shown on our 

mobile device. 

To protect the user experience during a meeting, Rally prioritizes USB audio over Bluetooth audio.  For 

this reason, Rally will not pair with a Bluetooth device while in a USB call. 

CƛƴŀƭƭȅΣ ǘƻ ǘŜǎǘ wŀƭƭȅΩǎ ǇŜǊŦƻǊƳŀƴŎŜ ŀǎ ŀ .ƭǳŜǘƻƻǘƘ ǎǇŜŀƪŜǊΣ ǿŜ ǇƭŀȅŜŘ ƳǳǎƛŎ ƻǾŜǊ .ƭǳŜǘƻƻǘƘ ƻƴ wŀƭƭȅΦ  

During this test, Rally performed well, especially considering that this is not its intended purpose. 

Device Management  
Logitech Sync ƛǎ [ƻƎƛǘŜŎƘΩǎ ƴŜǿƭȅ ǊŜƭŜŀǎŜŘ ŘŜǾƛŎŜ ƳŀƴŀƎŜƳŜƴǘ ŀǇǇƭƛŎŀǘƛƻƴΦ  !ǾŀƛƭŀōƭŜ ŦƻǊ ōƻǘƘ ²ƛƴŘƻǿǎ 

and Mac, Sync offers a wide range of functions via a USB connection to Rally including: 

- Device information (see image at right) 

- Firmware updates 

- Live testing of the Mic Pod and Speaker 

- Preview of the Rally Camera 

- Software updates for the Rally Camera, Table 
Hub and Display Hub 

We used the Sync app to update our Rally Camera 

and Table Hub, and to preǾƛŜǿ ƻǳǊ wŀƭƭȅ /ŀƳŜǊŀΩǎ 

outgoing video stream. 

 

http://www.reconres.com/
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Figure 7: Logitech Sync App ς Mic and Speaker Testing (Left) and Camera Preview (Right) 
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